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NEMA PHASING

FLASHING
OPERATION

NEMA NOTES

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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TG BA NTED CABINET AND CONTROLLER. M P. INSTALL 6 FT.X 30 FT.QUADRUPOLE TYPE (3-6-3) LOOP
USE EXISTING BASE MOUNTED CABINET AND CONTROLL DETECTOR IN FLEXIBLE TUBING.

M} Q. DSCONNECT EXISTING LOOP WIRE.

USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

INSTALL VEHICULAR BLACK FACED SIGNAL HEADS ON EXISTING
SPAN WIRE.

INSTALL SIGNS ON EXISTING SPAN WIRE.

INSTALL HANDHOLE.

INSTALL 3 IN.(SCH 80 PVC CONDUIT-TRENCHED.

INSTALL 3 IN.(SCH 80) PVC CONDUIT-BORED.

INSTALL 3 IN.(SCH 80) PVC CONDUIT-SLOTTED.

INSTALL NONINVASIVE PROBE SET WITH 1000 FT.LEAD IN.
INSTALL 24 IN. HEAT APPLIED PERMANENT PREFORMED
THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE,

REMOVE EXISTING SIGNAL HEADS, CABLES, SIGNS, AND SIGN
HARDWARE ON SPAN WIRE.

CAP AND ABANDON OR REMOVE EXISTING CONDUIT.

INSTALL ! IN. LIQUID TIGHT FLEXIBLE NON METALLIC CONDUIT FOR DETECTOR SLEEVE.
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SPECIAL NOTE
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ALL UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE CONSIDERED

r—

COMPLETE BECAUSE THESE UTILITIES MAY BE MODIFIED PRIOR TO AND DURING CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES PRIOR TO
CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT
WiLL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT MANAGER IMMEDIATELY.
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UTILITY LEGEND
GAS MAIN THE WILSON T.BALLARD CO.

WATER MAIN
SEWER MAIN CONSULTING ENGINEERS
OWINGS MILLS, MARYLAND

ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
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TEAM LEADERy, TRAFFIC ENGINEERI&( SIGN DIVISION
© 10-04 MODIFY PHASING FOR %
EXCLUSIVE LEFT TURNS ON MD 170 Q
SHA NO. AA3085!76

] | | | | ASST. CHEF TRAFFIC ERRENEERING DESIGN DIVISION
® 5-25-01 INSTALL NEW
SIGNAL POLE FOR RIGHT TURN LANE
CONSTRUCTION BWw-966M82

O
TRAFFIC ENGINEERING DESIGN DIVISION
MD 170 AT MD 174
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